








 
 

 
 
 
 
Top Landing EMI Interlock (optional) 
The optional EMI Interlock is provided with a 
combination mechanical lock and electric 
contact.  They are to be used with existing 
doors. 
  
The interlock: 

�x Prevents the lift from running if the door 
is not closed. 

�x Prevents the door from being opened if 
the platform is not at the landing. 

�x Unlocks when the lift is on the landing 
limit switch. 

 
EMI Interlock 

  
1) Position interlock to door jamb and mark 

mounting holes. 
2) Fasten Interlock to door jamb with #8 wood 

screws. 
3) Route 4-conductor Interlock cable thru hole 

in top of interlock and make wire 
connections. 
 
 
 
 
 
 

 
 

4) Attach door keeper and emergency key 
plates to hoistway door. 

 
 
 
 
 
. 
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A��length��of��multi�rconductor��wire��will��
need��to��be��ran��from��the��bottom��of��the��lift ��
tower��to��the��interlock.����Consult��local��
codes��for��type��and��mounting��
requirements.��After��wiring��is��completed,��
the��wiring��harness��must��be��plugged��into��
it��appropriate��receptacle��on��the��
controller��(ref��pg��5).��

��
Wiring��Connections��

��
EMI��� � � �Lift��Harness��
Black��(A)�� Orange��
Black��(B)�� Green��
Yellow��(C)�� Black��
Yellow��(D)�� Brown��



 
 

 
 
 
 Fascia Panel (optional) 

A fascia panel provides a smooth surface for the platform edge to run against to prevent any 
shear or obstruction hazards and must be utilized. 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

A running clearance of no more than 3/4” and no less than 3/8” must be maintained between the 
edge of the platform and the fascia panel. 
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Residential Platform Lift - Owners Section 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Read the manual thoroughly before operating the lift. 
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Congratulations on the purchase of your AmeriGlide Vertical Platform Lift.  This lift has 
been engineered to provide trouble free service for many, many years. Please 
read this manual completely before operating your lift. 

Safety
• Do not exceed the maximum payload capacity of 600 lbs. 

• Do not ride on the lift until it is anchored in place. 

• This product is designed only for lifting people and wheel chairs. Do not use it for any other purpose. 

• Make sure any obstructions are cleared from underneath the platform area before use. 

• Make sure both the passenger and wheelchair are completely on to the platform before using. 

• Do not disable any safety equipment or switches supplied with this lift. 

• Do not attempt to service the lift yourself. Contact your AmeriGlide dealer for assistance. 

• Do not allow children to operate or play around the lift. 

• Read all instructions in this manual before installing or operation the lift. 
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Controls 
 

 
 
 
 
 
 

Emergency Stop 
In an emergency push this red button to stop 
the lift.  Pull out on the button to run. 
 
Up 
Controls upward movement of lift platform. 
To move platform up, depress and hold the 
upper half of the rocker switch. To cease 
movement, release switch. 
 
Down 
Controls downward movement of lift 
platform. To move platform down, depress 
and hold the lower half of the rocker switch. 
To cease movement, release switch. 
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Operating the Lift
Step 1 - Up 
Drive onto and stop in the middle of the 
platform. Apply the brakes of your chair or 
scooter. 

Step 2 
Verify that the emergency stop button is not 
activated by giving it a quick pull out, away 
from the side of the platform. 

Step 3 
Press and hold the UP rocker. The lift will 
move in the up direction and stop when it 
reaches the upper landing. 

Warning: Always verify the lift’s 
platform has stopped level with the 
upper landing. If not contact your 
AmeriGlide Dealer for assistance. 

Step 4 
Release the brakes on your chair or scooter 
and drive off the platform.
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Step 1 - Down 
Drive onto and stop in the middle of the 
platform. Apply the brakes of your chair or 
scooter. 

Step 2 
Verify that the emergency stop button is not 
activated by giving it a quick pull out, away 
from the side of the platform. 

Step 3 
Press and hold the DOWN rocker. The lift 
will move in the down direction and stop 
when it reaches the lower landing. 

Warning: Always verify the lift’s 
access ramp unfolds fully and rests 
on the ground. If not contact your 
AmeriGlide Dealer for assistance. 

Step 4 
Release the brakes on your chair or scooter 
and drive off the platform. 
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Please fill out all fields and return within 10 days of product purchase. 
Toll-Free Fax:  1-866-234-5680 or mail to:  

 Attn: Warranty Department 
2075 47th Street, Sarasota, FL 34234 

             _____

 

PRODUCT INFORMATION 
Model:      

Serial No:     

Purchase Date:     

INSTALLER INFORMATION 
Account ID#:     

Company Name:    

Contact:     

Address:     

 __    ______

 ___     

Phone:      

Email:      

PURCHASER INFORMATION 
Name:      

Address:      

       

Phone:      

Email:      

How did you hear about AmeriGlide? 
AmeriGlide Dealer  Internet

Magazine Friend or Acquaintance 

Saw AmeriGlide Product Somewhere 

Other:      

 I purchase my AmeriGlide lift because:     
Style/Appearance Ease of Use  

Price/Value Recommendation 

     Previous Experience 
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Please rate your satisfaction with your AmeriGlide dealer:  
Excellent    Good  Fair   Poor 

Limited Warranty Certificate

AmeriGlide warrants to the original purchaser of a Hercules Residential vertical platform lift manufactured by us to be free 
from defects in material, mechanical and electrical components (parts),excluding labor cost, batteries and paint, for a 
period of one (1) year, provided that the products have been installed, maintained and operated properly. 

This warranty starts on the date of the retail purchase, provided the warranty certificate is returned to AmeriGlide, com-
pletely filled out within ten (10) days of purchase. This warranty does not cover maintenance or adjustments. AmeriGlide 
will not be charged for labor, consequential damage or repair expenses. AmeriGlide will not, under any circumstances, be 
liable for the loss of the use of its products or loss of time. This warranty becomes null and void if the product has been 
lost, damaged by accident, misused and/or neglected, or if the product has been modified in any way. Defective parts 
must be returned, prepaid, to AmeriGlide for inspection prior to credit or replacement. At AmeriGlide’s option, any part 
found to have been modified, over-stressed, damaged by accident, or misused is not covered by this warranty.

THIS WARRANTY IS IN LIEU OF ALL OTHER WARRANTIES OR CONDITIONS, INCLUDING ALL IMPLIED WARRAN-
TIES OR MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE, AND THERE ARE NO WARRANTIES 
THAT EXTEND BEYOND THE DESCRIPTION OF THE LIMITED WARRANTY DESCRIBED HEREIN.

This Limited Warranty gives you specific legal rights, and you may have other rights which vary from state to state.
 


